
1. Type No.

PMDR80041A0

2. Dimension (Unit : mm)

3. Electrical characteristics 
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4. Note
4.1 Operating Temperature Range : -40 to +85 ℃
4.2 Storage Temperature Range before soldering in taping package : +5℃ to +40 ℃
4.3 Standard Reel Quantity : 2 ,000 pcs per reel
4.4 MSL : 1

Power capacity 3 Max. -

2300 - 2483 MHz
2496 - 2690 MHz
5150 - 5850 MHz

33 Min.

31.73
13200 - 16800 MHz 15 Min. 27.39

2.25 Max.

2.25 Max.

VSWR

Attenuation

450 - 2200 MHz

6600 - 8400 MHz
9900 - 12600 MHz 15 Min.

3400 - 3800 MHz
2.0 Max. 1.11

25 Min. 37.2
25 Min. 41.79

Insertion Loss

(at -40 ~ +85℃)

3300 - 3500 MHz

3300 - 3800 MHz 2.25 Max.
3400 - 3800 MHz

3500 - 4200 MHz

Insertion Loss

(at +25℃)

3300 - 4200 MHz 2.0 Max. 1.15
3300 - 3800 MHz

3300 - 4200 -
Nominal impedance 50 -

1.5 Max. 0.92

36 Min. 41.61

Parameter Specification Typical Remark

Frequency range

54.14

2.1 Min.

Product Information

38 Min. 51.36

2.25 Max.
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0.70max.

Terminal Dimensions

2.00±0.15
1.25±0.10

0.15±0.10

0.60±0.10
0.25±0.05

0.275±0.100
0.95±0.10

0.175±0.100



5.Representative characteristics

6.Recommendation Land Pattern (Unit:mm)
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7.1　Dimensions of the carrier tape

7.2　Carrier tape reel dimensions
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