
1. Type No.

HMD8704F-T

2. Dimension (Unit : mm)

j

k

l

m

n

o

a
b
c
d

3. Electrical characteristics

Parameter Unit

Frequency Range Specification MHz

Nominal impedance Specification ohm

Insertion Loss at 25 deg C. Specification dB

Input Return Loss Specification dB

Isolation Specification dB

Amplitude balance Specification dB

Phase balance Specification deg

4. Note
4.1 Operating Temperature Range : -40 to +105 deg C.

4.2 Storage Temperature Range : -20 to +35 deg C. (In a Taping Package)

4.3 Max Input Power : 5W Avg/CW(Band1~5)

: 3W Avg/CW(Band6)

4.4 Standard Reel Quantity : 2,000 pcs (per reel, per bag)
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SOSHIN ELECTRIC CO., LTD

Application : Power  Divider for 2300-5000MHz
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5.Representative characteristics
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6.Measurement Circuit

7.Recommended Land Pattern (Unit:mm)

8.Power Derating Curve

Control No. : ARP-4870400-J3

Issued  on  March 9,  2020
Product Information

0

5

10

15

20

25

30

0 20 40 60 80 100 120 140 160 180 200

In
p

u
t 

P
o

w
er

 (
W

a
tt

s)

Environment Temprature (deg.C)

HMD8704F Power Derating Curve
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Port1

(50ohm)
Port2

(50ohm)

Port3

(50ohm)

R=100 ohmDivider

Land  Pattern Resist  Pattern

①50 ohm line

②50 ohm line

②50 ohm line

③

※

① Input

② Output1,2

③ 1608Size R=100ohm

※ GND

Typical


