
1. Type No.

PMDR30007I0

2. Dimension (Unit : mm)

3. Electrical characteristics 

Unit

MHz

ohm

W

4. Note

4.1 Operating Temperature Range : -40 ~ +105℃

4.2 Storage Temperature Range before soldering in taping package: +5 ~ +40℃

4.3 Standard Reel Quantity : 4 ,000 pcs per reel

4.4 MSL : 1

4.5 This component is produced by OEM in PSA group.(Made in Taiwan)
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Band1

2400-2500Pass band frequency

0.07

0.25 Max. 
dB

50

0.20 Max. 
dB

19.2-19.5 12.4-12.8

15 Min. 
dB

-

19.1 +/- 0.7 12.8 +/- 0.7 12.2 +/- 1.0 12.0 +/- 1.0

11.8-12.1

-

2 Max. 

-

15 Min. Return Loss

(Coupling Port)

18.5

15 Min. 

Directivity

Return Loss

(Input Port)

2400-2500 5150-5350

dB

5500-5690 5700-5805 5825-5950

12.4 +/- 0.7

dB

Specification

Typical

Nominal impedance
Insertion Loss

(at +25℃)
Insertion Loss

(at -40 ~ +105℃)

Coupling Factor

Specification

Specification

Typical

Specification

Typical

Frequency

Specification

Parameter

Specification

Typical

Specification

Typical

Specification

Typical

Power Capacity

Specification

Remark

2 Max. 

11.6-11.8 11.4-11.6

-

dB

15 Min. 

16.5

15 Min. 

-

15 Min. 

-

Band2

4900-5950

50

0.50 Max. 

0.34

0.55 Max. 

RoHS Compliant Part

P1

P2

P3

P4

Coupling

Input

Terminal

Terminate

Output

L
W
T
A
B
C
D 0.25±0.05

0.125±0.050

0.35±0.05

Terminal Dimensions

0.65±0.10
0.50±0.10

0.20±0.05
0.225±0.100



5.Representative characteristics

6.Recommendation Land Pattern
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Figure



7.1　Dimensions of the carrier tape

7.2　Carrier tape reel dimensions
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